Linksys WIP 310 Basic SIP Instructions
1. Power on unit by holding the red “call hang-up” button until unit powers on. 
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2. 
Allow the unit to boot to the main screen.
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3.
Press the “Settings” option button at main screen.
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4. Scroll to the “Wireless Setup” and press SELECT.

[image: image4.jpg]



5.
Select the “Manual Setup” option and press SELECT.
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6.
Select the OPTIONS Button and scroll Scan Networks and SELECT.
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7.
The WIP-310 will scan for Wireless Networks and display a list of available wireless networks to connect to. 

8.
Select the AP you wish to connect to by pressing center of the directional key. (Lock Icon denotes a secure network, Unlocked icon denotes a unsecure open Wireless network)
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9.
If network is secured or locked, the WIP-310 will prompt for security key or passphrase (WEP or WPA), enter key or passphrase.
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10. The phone will display the message “Connected to Router successfully”
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11.
Exit and return to Main menu screen.

12.
Press the settings option button at main screen.
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13.
Select the “Phone Info” menu.
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14.
Take note of the WIP-310’s IP Address.
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15.
Open a web browser (Internet Explorer) and browse to the WIP-310’s IP Address from a computer on the same network.
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16.
On the top right hand side of the Linksys WIP-310 Web GUI configuration page, click the ADMIN Login.
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17.
Click the Ext 1 Tab.
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18.
Enter the following information in the Ext 1 Tab:
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19.
Click Save Settings.

20. The WIP-310 will now reboot and now display’s the “Display Name” on the LCD Display. Make calls to and from the WIP-310. 
21. You can also verify SIP Registration, by browsing back to the Web GUI Configuration and clicking the Info Tab. Check the Registration State of Ext 1.
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