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KEY FEATURES
n  High-Definition Audio (G.722)

n  Full Duplex Hands-free Capability

n   Noise Reduction System for Use in  
Noisy Environments 

n  Simple Configuration

n  Over the Air Firmware Updates

n  Bluetooth® Support

KX-UDT121 CORDLESS COMPACT PHONE
KX-UDT131 CORDLESS RUGGED PHONE
The NEW KX-UDT121 and KX-UDT131 fully featured cordless phones are 

supported by the KX-TGP600 SIP cordless phone system. Both models 

feature a full duplex hands-free mode and headset support, giving the user 

plenty of options to continue working during a conversation. For demanding 

environments, the KX-UDT131 is a rugged phone that provides IP65-level 

dust and water resistance.

In addition to the KX-TPA60 phone already included with the KX-TGP600 

system, a KX-UDT121/131 phone can work alongside any combination of up 

to seven additional Panasonic cordless or desktop DECT phones.*

*The KX-TGP600 supports up to a total of 8 phones and is compatible with the following phone models: KX-TPA60, KX-TPA65, KX-UDT121 or KX -UDT131.



KX-UDT121 CORDLESS COMPACT PHONE
KX-UDT131 CORDLESS RUGGED PHONE
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SPECIFICATIONS KX-UDT131 KX-UDT121

LCD Display Type 65,000-Color TFT 65,000-Color TFT

LCD Size 1.8 inch 1.8 inch

LCD Contrast 6 levels 6 levels

LCD Backlight Yes Yes

LED Ringer/Charge Ringer/Charge

AUDIO FEATURES

Handset, Speaker, Headset Volume 6 levels 6 levels

Ringtones 27 (MIDI) 27 (MIDI)

Ringer Volume 6 levels + Off 6 levels + Off

Headset Port No Yes (2.5 mm mini pin jack)

Headset Ringer Yes Yes

Vibrate Yes (4 Patterns) Yes (4 Patterns)

Bluetooth® Yes (Built-in) Yes (Built-in)

HD Voice (Wideband Voice) Yes Yes

Noise Reduction Yes Yes

Speaker Phone Yes (Full Duplex) Yes (Full Duplex)

PHONE FEATURES

SIP Accounts 2 per Portable Station (PS) 2 per Portable Station (PS)

Phone Book (Entries) Up to 500 numbers Up to 500 numbers

Call Log Entries 20 incoming calls +  
20 outgoing calls

20 incoming calls +  
20 outgoing calls

Redial Yes Yes

Do Not Disturb Yes Yes

Anonymous Call (CLIR) Yes Yes

Anonymous Call Rejection Yes Yes

Calling party name and number presentation 
(CLIP, CNIP)

Yes Yes

Call Rejection  
(Manual operation while incoming call)

Yes Yes

DTMF Dialing During Call Yes Yes

Three-party Conferencing Yes Yes

Call Transfer Yes Yes

Call Hold Yes Yes

Call Forward Unconditional/User Busy/No Answer Yes Yes

Call Waiting Yes Yes

Message Waiting Indication Yes Yes

Vibrate Ring Yes No

Distinctive Ringing Yes Yes

MAINTENANCE

Firmware Update Via Air Yes Yes

Phone Book Transfer Via Bluetooth® Yes (vCard) Yes (vCard)

BATTERY LIFE

Talk Up to 13 hours Up to 13 hours

Standby Up to 200 hours Up to 200 hours

Battery Charge Time 3 hours 3 hours

OTHERS

Charger Standby: 0.3 W / Max: 4.0 W Standby: 0.3 W / Max: 4.0 W

Battery Type Li-ion battery pack x 1 Li-ion battery pack x 1

Splash and Dust Resistant Yes —

Belt Clip Yes (Spring type is included) Yes (Swivel type is included)

Strap Hole Yes Yes

Wall Mount (Charger) Yes Yes

Operating Environment 32°F – 104°F (0°C – 40°C) 32°F – 104°F (0°C – 40°C)

Ingress Protection Rating Compliant with IP65 N/A

DIMENSIONS (W X D X H)

Handset 2.17 in x 0.91 in x 5.96 in
(55 mm x 23 mm x 152 mm)

1.91 in x 0.70 in x 5.02 in
(48.5 mm x 17.9 mm x 127.5 mm) 

Handset on Charger  2.81 in x 3.17 in x 6.50 in
(71.5 mm x 80.5 mm x 165.0 mm)

2.48 in x 3.07 in x 5.51 in
(63 mm x 78 mm x 140 mm) 

WEIGHT

Handset 0.33 lb (150 g) 0.19 lb (88 g)

Handset + Charger 0.44 lb (200 g) 0.30 lb (135 g)


