
Ceiling Tile Drop-In Auxiliary Analog Speaker

This Ceiling Tile Drop-in Auxiliary Analog 
Speaker is an option for the CyberData 
SIP-enabled IP Speaker to extend the 
coverage area. When connecting this 
Analog speaker to the CyberData 
SIP-enabled IP Speaker, the total speaker 
wattage is the same. However, by adding 
this analog speaker, additional coverage 
can be realized.

 

 

 

Ethernet I/F 10/100 Mbps

Specifications

Power Input PoE 802.3af/802.3at

Protocol SIP RFC 3261 Compatible

G711, A-law and µ-lawPayload Types

-10o C to 50o C (14o F to 122o F)           Operating Temperature

Part Numbers

Brand New Design

Audio Output 802.3af - SPL 109.2 dB @ 1 meter
802.3at - SPL 111.9 dB @ 1 meter

Dimensions (Unit) Length: 12 in. [304.8 mm]
Width: 3.23 in. [82.04 mm]
Height: 23.75 in. [603.25 mm]

Boxed Weight 8.0  lbs. [3.63 kg]

Dimensions (Boxed) Length: 16.25 in. [412.75 mm]
Width 8.125 in. [206.38 mm]
Height: 28.25 in. [717.55 mm]

2 years limitedWarranty
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Ceiling Tile Drop-In Auxiliary Analog Speaker

931115C

IP-PBX Server

IP Speaker

The IP speakers support an amplified audio output 
for a second analog speaker. 

While the total speaker wattage is the same, by 
connecting a low cost analog speaker  additional 
coverage can be realized.

IP Speaker with Extra Speaker Connection

Up to 20' Speaker Wire

Low Cost 8 Ohm

011120, Standard Color, RAL 9002, Gray White

011121, Optional Color, RAL 9003, Signal White

Auxiliary Analog Speaker

Ceiling Tile Drop-In Auxiliary Analog Speakers

Typical Installation
Generic PoE Switch

IP Phone


