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JPL-400
The JPL-400 is a mid-office and contact centre 
headset suitable for regular phone users. 

– Single and dual ear

– Left / right ear side compatible

– Wideband enabled speakers

– Noise cancelling microphone

– 55mm Smooth leatherette ear cushions

– Supplied with quick disconnect system(QD) -  
QD compatible with Plantronics**

– Ratchet style ‘put and stay’ microphone boom 

– Mid-weight headset, ~ 53g / ~78g

– Spare foam ear cushions included

– Sure-fit fully adjustable headband

– Headset bag & hanging hook included

– Clothing clip included

– Compatible with all known office phones 

– Full range of bottom leads available

– 24 Month repair or replacement warranty

NOTE: The bottom telephone connection lead is 
additional.

T E C H N I C A L  D A T A

Microphone:
Impedance:	 2.2kΩ
Sensitivity: -32dB ± 3dB at 1kHz 
Directivity: Bi-directional
Frequency Range: 50Hz~20kHz ± 6dB 
Distortion: Less than 3%
Power Supply: 3V DC
S/N Ratio: More than 58dB

Speaker:
Impedance:	 150Ω	±	15%	t	1kHz
Sensitivity: 93 ± 3dB at 1kHz 60mV Input
Max Input Power:  100mV 
Frequency Range: 3 100Hz-6800Hz  
Distortion: Less 3% at 1kHz 60mV 

CLOTHING CLIP HEADSET BAG & 
HANGING HOOK

PLANTRONICS 
COMPATIBLE QD

JPL-400-PM

JPL-400-PB

** GN QD available on special request


