
BONE CONDUCTION STEREO BLUETOOTH® HEADSET

OPENCOMM 



Price: $159.95 USD
Color: Black

A HEADSET MADE FOR  COMMUNICATION
DESIGNED FOR A BETTER EXPERIENCE

OpenComm is the first Shokz Bluetooth headset designed 
specifically for communication. Engineered with patented 
7th generation bone conduction technology and featuring 
our signature open-ear design, OpenComm enables clear 
communication through the DSP noise-canceling boom 
microphone and helps you stay connected to your 
surroundings while you’re on the road, on a job site, or at 
your desk.



T
OPEN-EAR DESIGN,
ALL-DAY COMFOR

OpenComm features a lightweight, open-ear 
design powered by bone conduction tech for all-
day comfort. Unlike traditional headsets, our 
wireless headset allows for communication and 
awareness in the workplace.



AWARENESS & CONNECTION

Engineered with patented bone conduction 
technology to maximize hands-free 
communication, OpenComm allows you to stay 
connected with unmatched awareness and 
outstanding call quality.



NOISE-CANCELING 
BOOM MICROPHONE

The adjustable DSP noise-canceling boom 
mic eliminates background noise for clear 
communication in loud environments when 
positioned near the mouth, making it the best 
headset for work, virtual meetings, etc.



16 HOURS OF TALK TIME

OpenComm features up to 16 hours of talk time or 8 hours of listen time on a 
single charge for all-day communication. OpenComm also features Quick 
Charge; charge for 5 minutes for up to 2 hours of talk time.



Easy Controls

Our multifunction button is designed to play, 
pause, activate voice assistant, answer calls, etc. 
with just a couple taps. OpenComm is also 
engineered for NFC (Near Field Communication) 
and multipoint pairing; enjoy seamless Bluetooth 
pairing with an NFC compatible device, or 
connect two devices at the same time.



Compatible configuration files

Maximum charging voltage

Speaker impedance

Wireless range

Frequency band

Battery

Talk time

Listen time

Standby time

Charge time

Weight

Warranty

Water resistant

Battery capacity

Maximum RF output power

Bluetooth® version

A2DP, AVRCP, HSP, HFP

5.25 volts

8.5Ω±20%

33feet(10m)

2400MHz～2483.5MHz

Lithium polymer battery

Up to 16 hours

Up to 8 hours

Up to 14 days

60 minutes

33 grams

2 years

IP55 rated

170mAh

8dBm

Bluetooth® 5.1

SPEC

Part number

Speaker type

Frequency response

Speaker sensitivity

Microphone sensitivity

C100

Bone conduction

20HZ-20KHZ

96±3 dB

-38dB±3dB



WHAT'S IN THE BOX

- OpenComm Stereo Bluetooth Headset
- Magnetic Induction Charger
- Hard Shell Carrying Case




